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DO’S DON’T
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Keep your deck free of dirt and debris by 
regular sweeping (at least every 2 weeks) 
with a soft brush.

Wash your deck down regularly with clean 
water and a mild detergent if required. We 
recommend a minimum of 2 times a year 
Clean, wet surfaces can be allowed to air  
dry or can be wiped clean with a soft cloth.

Use furniture with rubber or plastic feet  
to prevent unnecessary scratching of  
the decking surface.

Try to lift furniture or planters rather than 
drag them across the deck surface.

Check your decking carefully once a year 
to ensure no fixings are working loose, and 
simply tighten them using the appropriate 
driver bit if necessary.

Use your balcony and deck safely and enjoy!

Use sharp or abrasive materials  
to clean your deck (e.g. wire wool, 
abrasive papers or scrubbing tools). 
This may cause scratching of the 
coating which will affect  
the appearance.

Use abrasive salt grit for de-icing 
purposes. Instead, use easily  
soluble salt.

Use aggressive acid or alkaline 
chemical to clean your deck.

Use furniture with metal feet which 
can scratch the decking if dragged 
across the surface.

Use oil/wax sealants, coatings, or 
polishes on the decking as this may 
cause the surface to become slippery, 
especially when wet.

IF

Our FIRE DECK cement fibre board has been produced and tested 
to the updated British building regulation standards BS 8579:2020 
design of balconies and terraces. FIRE DECK cement fibre board 
will never burn, rot, rust, or warp. With simple and regular care so you 
can relax in the knowledge that your FIRE DECK is safe and sound for 
many years to come.

Here are a few simple dos and don’ts to ensure your FIRE DECK 
remains in optimum condition.

Scratches or other Surface Damage: If your decking becomes damaged or 
scratched, minorscratches or damages may be removed using a medium grit 
abrasive paper. Damaged deck boards may be removed and replaced if necessary
 but always check with your building manager or landlord if you live in a 
multi-occupancy apartment block. Fire Deck accepts no responsibility for the 
unsafe removal of deck boards from balcony environments.

If in any doubt please Contact Us to ask for advice.

Protective Sealer & Coating: Your Fire Deck is impregnated during manufacturing in 
the factory with a Dry Treat Premium Impregnating Sealer, which should last for 
many years.  All cut boards MUST have their edges sealed and once the full install 
has been completed, the whole entire deck area must be sealed using our 
recommended sealer. We then recommend that the boards should be re-sealed every 
3 years. In high traffic areas it may be necessary to re-seal more frequently. 



CDECK reserves the right to partially or totally cancel or modify any of the colours, formats, references and technical specifications 
contained in this catalogue. The colours reproduced in this catalogue are intended as a guide and may vary in the original piece.  

The price codes, measures and references must be verified as there may be typographical errors.

FIRE DECK 
Unit 18 Smeaton Road, Portway West Business Park, 

Andover, Hampshire, SP10 3LF
t 01264 359984  

   
www.firedecking.co.uk


